
VIBRIO GENERATING EQUIPMENT (GV) SPECIAL PROVISIONS

In addition to the attached General Provisions (TR-0045), the following special provisions are
also applicable.

1. Equipment shall not be operated on any pavement or other paved surface.

2. Equipment shall not be operated within access-controlled rights of way.

3. Equipment shall be placed and operated as close to the right of way line as possible.

4. Equipment shall be operated so that no damage will occur to trees, plants, wells, culverts,
headwalls, structures or other improvements.

5. This permit does not authorize the shear wave method.

6. Equipment shall not be parked on or operated on the traveled way except for normal legal
travel.

7. Personnel working within the State right of way shall wear hard hats and orange jackets,
shirts or vests.

8. All mud, dirt or gravel tracked onto the highway pavement shall be immediately and
completely removed.

9. Dirt areas within the State right of way disturbed by Geophysical testing operations shall
be graded back to its original shape and grade.
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	The horizontal clearance between a marquee and the curb line shall not be less than 2' (0.6 m). 
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	Whenever possible, mailboxes shall be located outside State highway right of way (R/W). 
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	Traffic control is authorized only from 9 a.m. to 3 p.m., Monday through Friday, excluding holidays. Any traffic control th...
	All debris shall be removed from the right of way and the area left in a safe and presentable condition at the end of each ...
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	TREE TRIMMING 
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	When permit is issued for removal of a tree as an independent operation or as a part of other work, the entire stump shall ...
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	Chemical applications to trees located on scenic highways shall not be authorized. 
	Chemical applications shall be made only after approval of County Agricultural  Commissioner.
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